














EF DELTA Bag

1.5m Car Charge Cable
(Input)

User Manual &
Warranty Card

1.5m AC Cable
(Input)

Do not charge the machine right after it is fully discharged (E.g. 1000W keep 40mins or 
1500W keep 30 mins). For your safety, please wait 2 to 3 hours for the product to cool 
down before charging it!

If you attempt to charge EF DELTA immediately after a full discharge, EF DELTA will display                              
                                 as an overheating protection reminder. Please wait 2 to 3 hours for the machine 
to be cooled down before recharging it.

Solar Charge Cable
(MC4 to XT60 Input)

EF DELTA

WARNING 

How do I store EF DELTA? 
1. EcoFlow o�ers a water-resistant, dustproof case and we recommend you to use it when you plan to store   

   your EF DELTA for a long time.

2. Make sure to recharge EF DELTA to around 85%.

3. Put EF DELTA into the case

4. Please store your EF DELTA in a dry environment without surrounded by abrasive objects. For optimal 

    battery health, store EF DELTA in room temperature.

5. Discharge EF DELTA to 30%, then charge to 85% every 3 month. This can help prolong the battery life 

    and ensure your EF DELTA is ready to recharge the gears at all times. Without any external sources for 

    power supply during storage, EF DELTA has a shelf life of over a year.  

How do I use EF DELTA safely?

Please use EF DELTA in its operating temperature range. Using EF DELTA outside of its optimal operating 

temperature range can push the machine beyond its safe and e�ective limits. Do not submerge your EF 

DELTA in water. It is not waterproofed and this will void your warranty. If you want to protect EF DELTA 

against moisture and dust, use a EF DELTA protector (IP54). Do not block the ventilation Fan while using 

EF DELTA. 

WHAT’S IN THE BOX

13 power a free life


